Application of signal dependent rank-order mean filter to the removal of noise spikes from 2D electrical resistivity imaging data

Ferahtia, J. a, Djarfour, N. a, Baddari, K. a, Guérin, R. b

a Laboratoire de Physique de la Terre (LABOPHYT), Université m'Hamed Bougara, FHC Boumerdès 35000, Algeria
b Université Pierre et Marie Curie-Paris 6, UMR 7619 Sisyphe, Case 105, 4 place Jussieu, 75252 Paris Cedex 05, France

Abstract

It is well-known that when inverting two-dimensional (2D) electrical resistivity data, a major source of errors is the presence of noise and in particular noise spikes. The popular median filter is often applied to the removal of single spikes. However, when the signal is highly corrupted with successive spikes, the median filter performance is poor. This paper deals with the use of the signal dependent rank-order mean filter for the detection and removal of noise spikes from highly corrupted 2D electrical resistivity imaging data. In addition to its computational simplicity, this filter is shown to be extremely robust, even in the presence of very strong noise, especially when it is applied recursively. The signal dependent rank-order mean filter was tested on 2D synthetic resistivity data contaminated by near-surface inhomogeneities and the results confirmed efficient removal of the disturbances normally associated with near-surface inhomogeneities. The signal dependent rank-order mean filter was also applied to field data and demonstrated its ability to significantly improve the accuracy of the inversion process and to produce good visual results in the inverted electrical sections. © 2009 European Association of Geoscientists & Engineers.

ISSN: 15694445 Source Type: Journal Original language: English
Document Type: Article

References (34)